
THE ALL-IN-ONE BOX 
COMPLIANCE RECORDING  
& LIVE STREAMING SOLUTION



THE COMPLIANCE RECORDING SYSTEM 
Lira allows large groups of users to access your recording instantly in a efficient and 
user-friendly way. 

THE SOLUTION FOR: 

LIRA is the out of the box solution for every 
organization that needs access to TV content 
instantly & easily, such as Broadcasters 
that want to keep their website up-to-date, 
monitoring agencies that need to react 
quickly or TV stations that simply require 
a simple solution to meet their compliance 
recording obligations.

 

SOUNDS FAMILIAR?

Do you need worry-free reliable compliance 
recording? An easy and automatic 
archiving solution? Continuous live 
recording with easy export to the website? 
 
LIRA is a full-automatic 24/7 continuous 
recording system but designed for 
more than just compliance recording.

Is your management insisting that you make 
better use of your valuable content? Are 
the users requiring a fast and searchable 
solution offering instant access to your on 
air transmission recordings? 

LIRA is the ideal repurposing system. 
Search and retrieval is fast and simple 
– even for multiple users.  

Or is your challenge to invest in a future 
proof solution which allows access to all 
recordings from anywhere? 

Whether you use Internet Explorer, 
Firefox, Safari or the latest Chrome on 
your PC or Mac, our web application 
will equally serve your IT, research, 
sales, marketing departments and even 
your management. They will be able to 
review and browse all recordings on 
the LIRA unit.

Radio & TV broadcasters

Monitoring Agencies

Media mining companies

Content Providers

Production facilities

FULL AUTOMATIC,
WEB BASED, INSTANT AND EASY ACCESS



ROBUST AND RELIABLE
Reliable recording is the most important value of the LIRA unit. Whether for legal purposes 
or other reasons, a professional organization cannot afford to miss a part of a recording. 
LIRA makes sure you don’t!

RELIABLE RECORDING 

LIRA is a powerful, yet low-cost compliance 
recording solution for the recording of up 
to 16 TV channels. LIRA is available in 
multiple system setups, depending on the 
video source-signal format and the number 
of channels to be recorded.

Any LIRA system will always store incoming 
content immediately on a local storage 
device. This makes the system robust 
against network failures and central system 
problems. The recording is always there and 
will be kept for a number of days or weeks.

The professional SNMP interface makes 
sure of an adequate response even before 
problems occur. 

The LIRA web client provides complete 
control of your broadcast media. A user 
friendly web-based user interface allows 
access to all recordings on each of the 
available video channels. It gives you 
access to the broadcast media immediately. 
It creates clips and or playlists that can be 
send to any destination,it speeds up the 
workflow and it has your content available 
on any platform at minimum time.

The integrated professional monitoring 
interfaces (SNMP) allow professional 
management and adequate response if 
problems occur or even before they occur.

LIVE METADATA CAPTURING

TV broadcasting is not only about transmitting 
video and audio, but also about additional 
information as EPG, AsRun, closed caption, 
subtitling and more.

LIRA smoothly captures all this additional 
metadata and makes them searchable for 
you during your recording review operations. 
All metadata is visible as synchronized 
textual info and combined with the video 
recordings it offers you an efficient tool, 
enabling you to retrieve those TV fragments 
again.

 
Of course, integrated search engine allows 
the user to filter and retrieve content quickly 
and easily with the available keyword search 
feature, using various filtering parameters.



LIRA MEETS THE REQUIREMENTS BASED UPON THE EUROPEAN 
MEDIA AUTHORITIES REGULATIONS WITH IT’S REQUIRED STORAGE 
CAPACITY.

INTUITIVE, FAST AND EASY
LIRA is web-based and just by entering the URL in your web browser you can start search 
and looking for that one particular item.

SEARCH AND BROWSE

The integrated searching mechanism with a “Google-like” approach, presents the search 
results ordered by relevancy. The unique “in-thumbnail browsing” feature allows a quick scan 
of the search results, directly in the search results list, without opening the item. 

Searching is possible on all available metadata fields such as Program Name, Description and 
Subtitles, but of course also simply on channel, date & time.

The navigation with a JogShuttle wheel is intuitive, fast and incredibly easy.

The system uses low bitrate proxy format streams for search & browse to achieve fast 
response, but the user can switch to the hi-res view – in the same browser window - at any 
time.



DESIGNED FOR REPURPOSING
LIRA comes in three specific versions for SD- SDI, HD-SDI and TSoIP up to 16 channels 
recording and as a high availability redundancy plug and play unit ready for starting your 
compliance recording or media monitoring from now!

REPURPOSING

Frame accurate positioning using the JogShuttle wheel makes selection of a clip easy, intuitive 
and fast. The integrated playlist function allows selection of multiple clips in a very user-
friendly way: drag clips into the list and insert, re-arrange or delete whatever you want. 

Once the selection is complete, the user can simply hit the Export button to initiate the 
background export process. 

The system can contain a wide variety of export profiles, each with their own specific 
parameters. Every user group will only see the profiles for which they have sufficient rights. 

The background export process takes care of the transcoding (if required) or just re-wrap-
ping.  Possible target formats include popular formats such as MP4, MPEG2, H.264, or audio 
only formats as AAC, MPEGL2, MP3 andLinear PCM.

SNMP MONITORING

A professional organization does not wait until the users complain about a problem; it moni-
tors and measures the system performance  and makes sure problems are recognized before 
they appear.

LIRA has a full implemented SNMP interface to make this possible. The SNMP not only reports 
internal processing parameters and resources, such as a number of processed frames, buffer 
availability and CPU performance, but it also reports information on the incoming AV signals, 
including bitrates, error-rates and freeze/black detection.

The SNMP protocol allows for monitoring of remote locations and integration of the monito-
ring into existing Network Monitoring systems.



Below you find a shortened version of our specifications table. Are you looking for 
something but cannot find it in here? Please let us know, Lira has it! We will be more than 
happy to talk to you about the endless possibilities. 

SPECIFICATIONS TABLE

AV interfaces

Video input interfaces SDI, HD-SDI, TS-over-IP

Nr of video inputs up to 16

Nr of audio inputs up to 8 stereo pairs per video channel

Video modes

SDI / HD-SDI resolutions 525i59.94, 625i50, 720p50, 720p59.94, 720p60, 1080p25, 1080p29.97, 1080p30, 1080i50, 
1080i59.94, 1080i60

SDI compliance SMPTE 259M and SMPTE 292M

Encoding formats

Video Coding H.264 / MPEG-4 Part 10 (AVC), Baseline-, Main- or High Profile

Audio Coding MPEG-4 AAC

Video File format MPEG2-TS (MTS), MP4, MXF

Internal Storage Capacity 12 TB Redundant storage

Physical dimensions (Tower model)

Height 16.8” (427 mm)

Width 7” (178 mm)

Depth 20.9” (531 mm)

Weight 39 lbs (17.7 kg)

Power 500W: 100 - 240V, 50-60Hz

Physical dimensions (Rackmount model)

Height 17.2” (437mm)

Width 1.7” (43mm)

Depth 25.6” (650mm)

Weight Weight 36 lbs (18.1kg)

Nr of Channels SStorage days @ 350kbit/s Storage days @ 700kbits/s Storage days @ 1Mbit/s Storage days @ 2Mbit/s

1 3016 1508 1056 528

2 1508 754 528 264

3 1005 503 352 176

4 754 377 264 132

5 603 302 211 106

6 503 251 176 88

7 431 215 151 75

8 377 188 132 66

9 335 168 117 59

10 302 151 106 53

11 274 137 96 48

12 251 126 88 44

13 232 116 81 41

14 215 108 75 38

15 201 101 70 35

16 188 94 66 33



TITLE HIGHLIGHT
Cab ipicieniet eatemporem as et optatur sundic to velleni ssimusam nulparci ab idebis et 
expliantem impore vel ipicide bissimi, aut audae arcid quate ex es delignis dici berum quae. 
Modit dunt.



Arbor Media B.V. 
Hogeweide 3
7005 AV Doetinchem
The Netherlands
      +31 314 399 055
      sales@arbor.media

Arbor Media North America 
PO Box 23086 McGillivray Blvd
Winnipeg MB
Canada R3T5S3
      +1 888 480 6809
      salesNA@arbor.media

Arbor Media Portugal 
Praça de Alvalade 6, 6 Esq.
1700-036 Lisbon
Portugal
      +351 21 600 23 62
      salesPT@arbor.media

To organize a demo, speak to our sales team. We’re on call.

      www.arbor.media

Arbor Media Belgium 
Square de Meeus 37, 4th
1000 Brussels
Belgium
      +32 2 791 77 08
      sales@arbor.media

Also available for
Parliaments Court rooms

Enterprise Hospitality

House of worship Content providers

City councils Broadcasters


